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taken 1963

Polyconic projection

south zone

Field cheched 1965

1927 North American datum - ::E
10,000-toot grid based on West Virginia coordinate system,

1000-meter Universal Transverse Mercator grid ticks,

zone 17, shown in blue

Landslides and related toatures
from aerial phbtographs:

UTM GRID AND 1976 MAGNETIC NORTH
DECLINATION AT CENTER OF SHEET

interpreted

1:60,000 SCALE BLACK AND WHITE 1960
1:125,000 SCALE COLOR INFRARED 1975
1:80,000 SCALE BULACK AND wiHITE 1977

Photointerprutation and field check 1979,
This map has not boen edited or reviuvwed
tor conformity with Geological Survey

standards and

nomonclature.

ACTIVE O RECENTLY ACTIVE LAHDSLIDL

Complox landslide cunposcd of earthflow, debris
slide, warth and rock slump. ldentitied from
historical records, and frun scars, debris and
other field evidencu. Ground extremely unstable,
slidiny accelerated by excavation, loading and
changes in drainage conditions. May include
arvas with soveral active slides too small To

be shown separately.

OLD LANDSL UL

Arca of oxtensive huamocky ground causcd Ly
carthflow and earth and rock slump. Lacks
clear evidence of active sliding. Relatively
otable in natural, undisturbed state,

jenerally not affectud by small structures proper |y

cited in areas away from the edje of the toe,
Can be ruactivated by extonsive, rapid exca-
vation, loadinyg, and chanyes in ground water and
sur face water conditions. Arwva of old landslide
probably includes rucent ones not identitied
from field evidence or otherwise documented.
Upslope boundary of lands | ide gonerally defined
by modified scarp, but downslops (toe) may be
gradational and not woll defined.

COLLUVIAL SLOPE

Val ley wall alony major streams with slope as
otoup as 402 (89%), stony, clayey silt soll up
1o 50 ft. (15 m) thick; commonly butiressed by

a terrace or bench at the toe of the slope, very
susceptible to sliding by cutting of toe area,
removal of terrace or bench, and ovuar loadinyg,
slide commonly activated without apparunt cause.
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QUADRANGLE LOCATION

LANDSLIDES AND RELATED FEATURES

OF THE MONTGOMERY, W.VA. QUADRANGLE
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OPEN FILE MAP? 83-80 (B-6 )

AREAS SUSCEPTIBLE
AVAL ANCHLS

1O DLBRIS FLOWS AND DEBRIS

Primarily shallow, narrow ravines and chutus with
accumulation of stony colluvium yenerally 10 tt.
(3 m) or luss in thicknuss; susceptivble to rapid
movement during intense rainfall. Most ravines
and chutus designated show evidence of former
dobris flows and avalanches. Symbol-a-desig-
natus historical debris flow or debris avalanche.

AREAS SUSCEPTIBLE TO ROCKFALL

Steop, locally vertical, natural aend man-imade

slopes and clifts, 15 1. (4.5 m) or more higyh,
formed dominantly of sandstone, limustone, sdandy
shale, mudstone and claystone. Interbedded mud-
stone, claystonu and shale woather rapidly leaving

sandstone and |lmestone rock faces unsuppor ted.

SOIL AND RUCK SUSCEPTIBLE TO LANDSLITUINO

Soil and rock similar to that involved In land-
slides clsewhere In map darwa; primarily areas
under lain by claystone, mudstonu and shale
associatud with other rock types. Rock weathers
rapidly on exposure forming clayey soil highly
susceptible to slidiny.

soil that are very susceptivble to sliding where
oxcavation breaks continuity ot slope and where
over loaded by artiticial till.

AREAS LEAST PRONE TO LANDSLIDES

Includus coves (U-shaped,
shallow valleys) containing thick layers of clayey

Map areas in which no patterns or symbols are shown;

primarily valley floors, ridge tops and broad
benches, modification by excavation and fill may
lead to local landslides.

The first four diyits of the open ftile number designate the

specitic 1:2590,000 scale map sheet of which

is a part.
quadranyle

on rows and tiers shown
location

this quadranyle
The last two digits designate the position of the

in a subdivision of the 1:250,000 scale map based

in the diagram to the right. The

of this quadrangle is shown by the black square.
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Heavy-duty Light-duty - /,:;1

Medium-duty Unimproved dit . ...
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NOTLE
intended as a

goeneral yguide to ground contions as of

the date ot fleld check.

Additional

lands|ides and rocktalls should be anticipated

in all map units.

The map unit depicts

the dominant condition In the area dolinecatud
and variations in slopo stability may oceur

at any point In the unit.

This map is suit-

able for general planning purposes and as o
supplement to more detailed studies for site
selection.
stitute for detailed yeoloygic and enginecring
investigations to establish dosiyn and
construction criteria ot specific sites.

Some symbols may not appear on this map
bocause the description is applicable to a
sories of maps.

The map cannot be used as a sub-

MAN-MADE FEATURELS
Strip mines (combination of letter symbols
indicates complex tormed or more than ono
type of strip mino)

sh

sd

SS

sry

shr

Coal rufuse

r

rb

rbb
rbd
rbs

Quarries
q

bonch with high wall

furrowed with high wall

multiple furrows and multiple bunchos
hilltop removed

reclaimed by yrading

reclaimed by scecondary use

royraded in part, hiyh wall
remains

banks
identified on avurial photographs,

not classitied In field check

not burnt nor on fire
burnt
burning

sludye

quarry site

Gravel pits
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earth flow in fill

earth flow in strip castings

carth flow iIn coal refuse
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